Quick Reference of Standard Installation

1. Gate Installation

1.1. Install Cabinet Base Plates

Route the cables and secure the host base to the flooN_ Adjust the
Unpack bases : : :
using expansion bolts leveling screws

B

1.2. Remove Cover Panels

Install Cabinet Base Plates - Standard Installation

A~

Remove the decorative strips with Remove the cover plate Remove the cover
the magnetic tool Screws plate

Magnetic Tool Decorative strip Side Panel
1.3. Install Cabinets

Place cabinets on the installation base in th# Fix cabinets with Adjust leveling

direction shown in the diagram Screws screws again
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The notch under the bottom
plate of the other cabinet
is oriented to the left

-

The notch under the
bottom plate of the
leftmost cabinet is

oriented t:) the right

Inward

Install Cabinet - Standard Installation
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1.4. Connect Cables (Daisy-chain)

Connect the base Connect the fire alarm signal
cable's Ethernet cable wires to the dry or wet interface
to the network port on on expansion board of the

expansion board nearest cabinet

Connect the base cable and the

power cable extending from the

cabinet using aerial connector

1.5. Install Lane Glass Panels

@ Remove the silicone @ Fix the glass panel @ Insertthe silicone plug

plugs and screws at both to the rotating shaft

ends of the rotating shaft
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1.6. Install Wall-side Partition Panels

®Unlock., (@Remove the silicone OFix the glass panel to ~ @Insert the silicone
rotate and lock plugs and screws at both  the shaft plugs
ends of the rotating shaft

2. Set Up Company

2.1. Gate Mgmt Software

The corresponding version of the Gate Mgmt software can be downloaded and

installed via the software download portal: https://www.exquisite-

tech.com/GateWeb/index.html#/.

m Exquisite Compact Speed Gate | Safe and efficient super pedestrian compact speed gate system Contact Us EEPx >
Gate Mgmt PC Client&App Gate Setup App Open Sesame App Local deployment platform
5 Ceis]

Al Product Introduction Features and and User Manual Third-party Integration
Document Name Version Update Time Document Introduction Update Information Operate
{2 Gate Assembly Scenarios V1.0 202647 Provide schematic diagrams illustrating th Initial release. Download

Product Introduction V1.7 2026-01-12 Anillustrated introduction to the main feat. Update to E25XX series. Download


https://www.exquisite-tech.com/GateWeb/index.html#/
https://www.exquisite-tech.com/GateWeb/index.html#/
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2.2.Set Up Company

Fillin name, server,
Select "Ingetrated Mgmt" ---

Integrator Login super administrator
"Company Mgmt" --- "+Add"

infomation, and save

Welcome to login in Exquisite Gate Manage System

Server type: Cloud platform - Amazon v
* Account: 18986160523

* Password: cocend ® | Reset Password

ConfirmPrivacy Policy Account Help

Auto Login (Use with caution on public computers)

I GatesMana

Please select a company name

Company Name: O Please enter company name Query

@ Integrated Mgmt

C Mgmt
£ Company Mgmt | Company Mgm

Company Name:  Please enter company name Query Clear

[

= - . Creation
No Company Name Integrator Mobile/Email Gate Count Whitelist Count o (isn Operate
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< Back Add New Company Save

* Company Name: /i
Please enter company name
Server Type: Cloud Platform - Test

Super Administrator:

* Name:

Mobile: +86

Email: Please enter t

Integrator: 1

3. Gate Initialization

3.1. Install Gate Setup App

3.2. User Login (phone number/email + verification code)

Read the privacy policy Select the Enter your mobile or Enter

and check the box to platform to log email to receive a verification

agree in verification code code
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10222 R® 2 & W72 Te2e [ 0956 GO0 W 22O Sl =
Gate Setup @
Welcome to Gate Setup Welcome to Gate Setup
Mobile Moblle Email
+44~ 7700900 = compactgate@gmail.com
i K
[ Network Confi tit
Verification code Send Code Verification code Send Code - s ) P
Cloud platform - Cloud platform - ( Other Utilities
Amazon Amazon
Agree Privacy Policy [¥] Agree Privacy Policy (D User Guides
Privacy Agreement
V2.1.3-r3504(dev) 15:02

3.3. Create a New Speed Gate Group

After clicking the menu,
: Select company Select the gate
bring your phone close to

and set up gate type and the
the top of the left-side P o /P

information number of lanes

cabinet

1B37 Q@eD= . LESRN =8
Gates Setup @
Initialization and Setting
| Initialization and Settin: |
Info

No maintainable gates were found. Please

|
( Network Confladration D move closer to the device that needs

1. Facing the default entry direction; maintenance and search again!

Cancel

2. Ensure bluetooth is accessible and the
> gate s powered on;
3. Place your phone near the bottom of
the gate head (the red area shown
(D User Guides above).

Other Utilities

Brivacy Agreerment
V2.1.2-r3051(dev) 3271
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CL AN ool
15:22 wil T €23
( New Gate
Organization (1) omas
i Cloud(test]

| Administrator Account: T 1 mRa" A

Gate Name* teme

Basic Initialization Process for Gate

Gate Language English
[Configure Basic Information]

Set the organization name, gate

name, administrator and server

information.
[Initialize Each Lane ©ne by Onel

Bind Cabinet -> Configure netwark —=

Configure Lane parameters -

Initialize Lane

I Know

Lane Count

Help

3.4. Initialize Each Lane

Select the lane BLE connect Configure Configure

T , and automatic
to Initialize cabinet network parameters

initialization

11:118@QAG0° R0 G| - CLER Y]
< Multi Lane

CE RN ¥C:]

Lane Count: slide

3
'Y LaneConfig
N

o o {

T Cabinet
| | IP config Static IP
IN

Lane A Config Face Enter Direction P 172.16.51.221

o Place the phone near the [left]

side below the front of the *Mask 255.255.255.0
i Cabinet (red area in the image

above).

“Gateway 172.16.51.254
o

e Place the phone near the Bri> Bt
[right] side below the front of
the Cabinet {red area in the

image above).
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14:36 il T 14:37 ol w B
( GateParamSet < Lane Setup

Params v
& Check Components

@ Lane Clear Width (- (200-2000] - | 700 | + Check st ain controler, lane etection
motor drive, Indicator, identifeation & disclay
components.

@) Gap of Glass Panslimm)® (20 150} - 50+ oK

o @ Lane Detection Calibration
Automatic callbrtion far [ane detection. Note:

Pleass clear the lane before starng
Querying..

Closed Postion Galibration

Automatie ealibration for clased position. Nete:
Plaass clear the lane bafors starting.

Open & Close Test
Test gate opening and olosing operation. Ensure
the Swing Mavement is smoath 2nd normal.

Set Closed Position
7 tanually set the closed position of the gote swing.

Location Sync
Lane A-b Syne phone location to gate

Network Test

Tast Lhe natwark
the senver.

on belween the lana and

1M1:26@0200 LRt ]
& Multi Lane All Done

Lane Count: 3 Slide

] °l°l

Set Closed Position

Ensure the gate swings are aligned,then

click [Confirm]

Important reminder:After initialization starts
and before manual door closed position setting,
1o people or objects are allewed in the red area
below, and do not pass through adjacent lanes 1o
avold affecting the lane detection calibration.

=1000mm

>2000mm

Info

Gate has been installed on [Cloud
Platform-Chinal. Administrators can
lag in to the [Cloud Platform-China]
platform for data management.
Important Rerminder: The recognition
display modules requires network
configuration. Please use the [Network
Configuration] feature to configure
each Cabinet!

Confirm
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3.5. Config Network

LESodd

B3 QUeD= .

Gates Setup @

Network Cenfiguration

Network Configuration

1. Facing the default entry direction;

2. Ensure bluetooth Is accessible and

Other Utilities ) the gate is powered on;
3. Place your phone near the gate
head (the red area shown above).
@QSE?’ Guides
Privacy Aoreement

V2.1.2-r3051(clev) 3271

11:27@0@=0 R R |

£ Network Configuration

Cabinet

DHCF: 172.16.49.214
Gateway: 172.16.49.254
DNS: 172.14.53.7
Status: Connected

(besity)

Irward - Identification Display Module (Modify)
DHCP: 172.16.49.207

Gateway: 172.16.49.254

DNS; 172.16.63.2

Status: Connected

Inward - |dentification Display Module

IP config StaticIP

“P Input

Qutward - Identification Display Madule
DHCP: 172.16.49.210

Gateway; 172.16.49.254

DNS: 172.16.63.2

Status: Connected

e
( Modif
oty *Mask Input

*Gateway

Input

Input

Confirm Config

4. Complete Installation

Check components, lane glass Power on

sequentially,

panel, and cable connections

Check the network
port status LEDs

Install the protective
cover and trim strips
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